GENERAL NOTES

t. THE THICKNESS OF HOT-MIX ASPHALT SHOWN ON THE PLANS IS THE NOMINAL THICKNESS. DEVIATIONS

FROM THE NOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO

1. UTILITIES ARE SHOWN IN ACCORDANCE WITH THE BEST AVAILABLE INFORMATION AND THEIR TRUE

LOCATIONS ARE NOT GUARANTEED TO BE AS SHOWN IN THE PLANS.

[RREGULARITIES IN THE EXISTING SURFACE OR BASE ON WHICH THE HOT-MIX ASPHALT IS PLACED.

12. CONNECTING OF NEW OR EXISTING STORM SEWERS OR PIPE CULVERTS TO NEW OR EXISTING INLETS
2. FACTORS USED FOR ESTIMATING PLAN QUANTITIES ARE AS FOLLOWS OR MANHOLES SHALL BE MADE IN A MANMNER WHICH RESULTS IN A NEAT AND WATERTIGHT JOINT. WHEN
AND SHALL NGT BE USED FOR THE BASIS OF FINAL QUANTITIES: PLACED THROUGH THE WALL OF AN INLET OR MANHOLE, STORM SEWER PIPE SHALL BE PLACEDR OR Curt
FLUSH WITH THE FACE OF THE WALL AND DRESSED WITH MORTAR YO PROVIDE A SMOOTH ROUNDED OR
ALL HOT-MIX ASPHALTY B : .
- : BEVELED £0GE. THIS WORK WILL NOT BE PAID FOR SERPARATELY, BUT SHALL BE INCLUDED IN THE
2.016 TONS/CU. YD, BITUMINOUS MATERTALS:
. CONTRACT UNIT PRICES OF THE STORM SEWERS OR STRUCTURES INVOLVED,
ALL AGGREGATE OGN PAVEMENT
2. 05 TONS/CL. YD. 0. 09 GAL./S0. YD. 13, TRENCH BACKFILL REQUIRED FOR STORM SEWER SHALL ONLY BE PLACED UP 7O ONE FOOT BELOW THE
FINAL GRADE IN AREAS HAVING A PROPOSED GRASS OR SOD SURFACE.
RiPRAP INTERMEDIATE LIFTS(FOG COAT)
150 TONS/CU. ¥D. 0-04 GAL./SC.YD. ¥4, THE CUANTITY OF EROSION CONTRCL BLANKET SHOWN IN THE PLANS IS ONLY AN ESTIMATE, THE ACTUAL
AGCREGATE (PRIME COAT: ON AGGREGATE SURFACE AMOUNT USED, AND LOCAT!GN.SHALL BE DETERMINED BY THE ENGINEER,
0. 0015 TONS/SC. YD. 0. 32 GAL./SG. YD. o
) 13, SEEDING SHALL BE PERFORMED ON ALL AREAS THAT ARE DISTURBED BY CONSTRULCTION ORERATIONS
3. FORMS FOR CONCRETE CURS AND GUTTER SHALL 8E OF METAL ONLY, EXCERT THAT WOOD FORMS AS DIRECTED BY THE ENGINEER, SEEDING SHALL BE PAID FOR GNLY WITHIN THE PROPGSED RIGHT-OF -
MAY BE USED ON SHORT RADIUS CURVES. WAY OR EASEMENT LIMITS, ALL AREAS DISTURBED BY THE CONTRACTOR QUTSIDE THE PROPOSED CON- -
STRUCTION LIMITS SHALL BE SEEDED, AS E}IRECTED BY THE ENGINEER, AT THE CONTRACTOR'S EXPENSE
4. PROTECTIVE COAT SHALL BE APPLIED TO CONCRETE COMBINATION CURES AND GUTTER, CONCRETE
MEDTAN, CONCRETE MEDIAN SURFACE, AND OTHER ITEMS AS DIRECTED BY THE ENGINEER AS NEEDED
ACCORDING TO THE SEASONAL REQUIREMENTS FOR ARTICLE 420.18 OF THE STANDARD SPECIF ICATIONS.
5. ADDITIONAL WIDTH OF GUITER FLAGS, AT LOCATIONS INDICATED ON PLANS, SHALL BE POURED MONO-
LITHICALLY WITH THE NORMAL GUTTER FLAG AND WIlLL NOT BE MEASURED NOR PAID FOR SEPERATELY.
6. AT ALL LOCATIONS WHERE THE PROPOSED BITUMINOUS OR CONCRETE PAVEMENT JOINS AN EXISTING
KOT-MIX ASPHALT OR CONCRETE PAVEMENT, A FULL DEPTH SAWED JOINT SHALL BE CONSTRUCTED. THE
COST OF YHIS JOINT WILL SE INCLUDED IN THE COST OF THE TYPEL OF PAVEMENT BEING CONSTRUCTED.
7. AFTER A LIFT OF BITUMINOUS CONCRETE -HAS BEEN PLACED GN A LANE, THAT LANE SHALL REMAIN
CLOSED TO TRAFFIC UNTIL THE NEW MAT HAS COOLED TO 150 F.
B. THE CONTRACTOR SHALL STAMP STATIONING IN THE HOT-MIX ASPHALT SURFACE AT 300 FT. INTERVALS ON
THE QUTSIDE EDGE OF PAVEMENT AND AS DIRECTED BY THE ENGINEER, THE STATION SYMBOL STAMPS
USED SHALL BE FURNISHED 8Y THE CONTRACTOR. THEY SHALL BE 5 1/27 TALL OF A DESIGN APPROVED
BY THE ENGINEER, AND SHALL REMAIN THE PROPERTY OF THE CONTRACTOR.
9. ALL AGGREGATE SHOWK ON STANDARD 606301 SHALL NOT BE PAID FOR SEPARATELY BUT SHALL BE C OMM I TME NT S
INCLUDED IN YHE UNIT PRICE FOR CONCRETE MEDIAN SURFACE, 4 INCH, -
10, PRIOR TC PLACEMENT OF THE FINAL PAVEMENT MARKINGS THE RESIDENT ENGINEER SHOULD CONTACT NONE
THE BUREAU OF CPERATIONS AND ARRANGE FOR INSPECTION AND APPROVAL OF THE PAVEMENT
MARKING LAYOUT.
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